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SUMMARY

Linearized equations of motion were used to determine the lateral

stability characteristics of a high-speed airplane with aerodynamic

controls at a Mach number of 6 and an altitude of 125,000 feet. The

period and damping of the oscillatory mode, the damping of the aperiodic

modes, and the ratio of the roll angle to the sideslip angle were ana-

lyzed to determine the effect:5 of the cross-control derivatives.

Results show that an increase in the roll-damper gain causes a

relatively large increase in the damping with a moderate increase in the

frequency of the Dutch roll mode as a result of the cross-control effec-

tiveness. This could cause critical ratios of the roll angle to the

sideslip angle if a negative effective dihedral exists. In addition,

when damper gains are relatively large, the cross-control derivatives

could overcome divergence that results from a negative effective dihedral

and a small directional derivative.

INTRODUCTION

The results of some recent investigations of the lateral stability

of high-speed, high-altitude airplanes show the necessity of auxiliary

dampers to make them acceptable for flight.

When dampers are added 1o improve the lateral stability of high-

speed airplanes, the cross-control effectiveness may have a destabilizing

effect on the aircraft. Such occurrences have been noted in the Dutch

roll mode when roll dampers are added and in the spiral mode when yaw

dampers are added. Referenc(:s i and 2 present results which show these

conditions.
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An investigation was conducted to determine the effects of the cross-
control derivatives on the lateral stability of high-speed airplanes for
different roll-damper gains and combinations of the directional-stability
parameter and the effective-dihedral parameter. The results are presented
herein as plots of the lateral characteristics against the cross-control
effectiveness, with satisfactory and unsatisfactory boundaries indicated.

SYMBOLS

b

Ci/2

C_

Cn

Cy

g

h

IX

Iz

kI

k 2

M

m

p, r

q

span, ft

cycles to damp to half-amplitude

rolling-moment coefficient, Rolling moment
qSb

yawing-moment coefficient, Yawing moment
qSb

Side force
side-force coefficient,

qS

acceleration due to gravity, 32.2 ft/sec 2

altitude, ft

moment of inertia about the

moment of inertia about the

roll-damper gain, 5a/_

yaw-damper gain, 5r/_

Mach number

mass, slugs

X principal body axis, slug-ft 2

Z principal body axis_ slug-ft 2

(variable)

(constant)

angular velocity of airplane about the

1
dynamic pressure _V 2, lb/sq ft

X and Z body axes



S

t

tl/2

t 2

V

5a

5r

P

c_ : _7-

_c_

C_p =

2V

wing area, sq ft

time, sec

time to damp to half-amplitude, sec

time to double amplitude, sec

velocity, ft/sec

angle of attack

angle of sideslip

d_
sideslip angular velocity, d-_

aileron deflection

rudder deflection

air density, slllgs/cu ft

angle of roll

d_
rolling velocity, d-_

d2_
rolling acceleration,

dt 2

angle of yaw

de
yawing velocity, d-_

d2_
yawing acceleration,

dt 2



c_ r =

C_5 r =

b

c_ --_ cb

b

C • = -- C_rZ¢ 2V

_C n

Cnp - _V

_C n

Cn r =_

2V

_n

Cnsr =

_Cy

Cy_ =

b

Cn_ Cnp

b

Cn_ = 2"_ Cnr



Subscripts:

dyn dynamic

eff effective

Unless otherwise noted, all angles are measured in radians and all
angular velocities are in radians per second.

RESULTSANDDISCUSSION

A typical high-speed research airplane with aerodynamic controls
was used to investigate the effects of the cross-control derivatives on
the lateral stability. The flight condition was a trimmed straight and
level flight at a Machnumberof 6 and an altitude of 125,000 feet. At
this speed and altitude the trim angle of attack was 20° . The airplane
was represented by linearized equations of lateral motion referred to
the principal body axes. The following equations were used to calculate
the lateral stability characteristics:

- klC sa IX

qSb • qSb

IX k2C_sr_ - I_-CIB_ = 0
(1)

qSb _" + _ qSb
IZ klCnsaW IZ qSb Cn_ _ : 0 (2)- --k2Cnsr _ IZ

g qS

-_ - _ _ + _ + _ - _-_Cy_6 : 0
(3)

The airplane was assumed to have negligible natural damping. The

auxiliary dampers which account for all damping were represented by

introducing effective damping derivatives which are defined by the fol-

lowing equations:

: 2v klc (4)
(CZp)ef f -b- _Sa

/C 2V
%r)ef f : _--k2C_sr



(Cup)off= k10n a (6)

) = 2VCur eff _-k2Cnsr
(7)

Calculations were made to determine the period and damping of the

Dutch roll mode, the damping of the roll and spiral modes, and the ratio

of roll angle _ to sideslip angle 8. These lateral stability char-

acteristics were determined for a range of cross-control derivatives

CuB a and C_8 r with the combinations of Cn_ , C_8, and roll-damper

gain kI presented in table I. A yaw-damper gain k 2 which provided

good Dutch roll characteristics for Cn8 a = C_8 r = 0 was selected; this

value of yaw-damper gain (k2 = 0.366) was maintained throughout the inves-

tigation. The airplane characteristics and flight conditions are pre-
sented in table II.

In order to define the characteristics of a satisfactory airplane,

references 3 and 4 were used to set up the criteria for the Dutch roll

oscillation and the ratio _/_. It was determined that the Dutch roll

characteristics would be satisfactory for l/C1/2 _ 0.7 and _/6 < 4,

tolerable for 0.7 > l/C1/2 > 0.25, and unsatisfactory for l/C1/2 < 0.25.

The damping-in-roll and spiral modes were arbitrarily selected as being

satisfactory for 1/tl/2 _ 1 and 1/t 2 < O.l, respectively. These

criteria were used to establish stability boundaries (for example_ see

fig. 1), with the region between the Dutch roll curve for l/C1/2 = 0.7
!

and the damping-in-roll curve for 1/tl/2 = 1 representing a domain of
#

satisfactory lateral stability. To show spiral divergence, the curve
1/t 2 = 0 is included.

Effects of Varying the Roll-Damper Gain kI

Figure l(a) shows the satisfactory range of the lateral stability

characteristics for a roll-damper gain of kI = 0.05; this range is

limited mainly by C_sr/Cnsr with little restriction from Cnsa/C_8 a.

For a value of Cnsa/C_sa = 0.8, the Dutch roll oscillation is satis_

C_8r/CnBr C_sr/C _ 0.2_, andfactory for _ 0.1, tolerable for O.1 < n8 r
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unsatisfactory for CZsr/Cn_r > 0.25. The damping in roll is satisfactory

for C_r/Dn_ r _ 0.02 and unsatisfactory for C_r/Cn8 r < 0.02. The

spiral mode becomes divergent for CZBr/CnBr $ -0.084 and reaches an

unsatisfactory condition for CZsr/Cn_ r < -0.56.

Increasing the roll-dmr_er gain to kI : 0.2 (fig. l(b)) increases

the satisfactory range of CZBr/Cn8 r in both a positive and a negative

direction. With an increas(_ in the damping of the roll mode, the damping

of the Dutch roll and spiral modes also increases as a result of the

cross-control effectiveness. As Cnsa/CZsa, increases, the range of

CI_r/Cn8r_ decreases for satisfactory damping of the Dutch roll mode.

To show the effects of Cisr/Cnsr_ on the lateral motion_ and the

change with an increase in the roll-damper gain, four sample points were

selected as shown in fi_ire_; l(a) and l(b), and time histories were made

of the sideslip and yawing velocity responses. (See figs. 2 and 3.)

Figure l(a) shows that a value of CZBr/Cn8 r = 0.5 with a roll-

damper gain kI of 0.05 is in an unsatisfactory range for Dutch roll

stability. The responses for this ratio (figs. 2(a) to 2(d)), show very

little damping in the oscillation of the sideslip and yawing velocity.

When the rudder control derivative C in{_reases so that
lBr

CZ_r/Cn8 r = 0.06 (fig. l(a)), the damping of the Dutch roll mode increases

and a satisfactory condition for lateral stability exists. The responses

(figs. 2(a) to 2(d)) show a satisfactorily damped oscillation for side-

slip and yawing velocity.

A further increase in the rudder control derivative CIBr, so that

CZsr/Cn8 r = -0.4 (fig. l(a)), results in an unsatisfactory condition in

the roll and spiral modes. The responses (figs. 2(a) to 2(d)) become

divergent for sideslip and yawing velocity.

With an increase in the roll-damper gain to kI = 0.2, a ratio of

Cisr/Cn8 r = 0.6 (fig. l(b)) is a questionable value for satisfactory
l

Dutch roll stability. The responses (figs. 3(a) to 3(d)) show a damped

oscillation for the sideslip and yawing velocity but the damping is not

great enough to be considered satisfactory.
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For a ratio of CZSrl/Cn5 r = 0.3 an increase in the roll-damper

gain to k I = 0.2 results in satisfactory lateral stability (fig. l(b)).

The responses (figs. 5(a) to 3(d)) are satisfactorily damped oscillations

in sideslip and yawing velocity.

A ratio of CZsr/Cn5 r = -0.4 (fig. l(b)) is also a satisfactory

value for lateral stability when the roll-damper gain is increased. The

responses (figs. 3(a) to 3(d)) are well-damped oscillations reaching a

steady-state value in 4 seconds.

Effects of Cz_

Figure h(a) shows that a negative effective dihedral causes very

little change in the Clsr/Cnsr range for Dutch roll stability when

k I = 0.05. The comparatively large value of Cn_ reduces the adverse

effects of C_ > O, as can be seen from equation (AI) in the appendix.

Equation (A_I) is taken from the expression for the undamped natural

frequency of the Dutch roll mode.

A negative effective dihedral reduces the CZsr/Cnsr range for

Dutch roll stability when the roll-damper gain k I is 0.2 (fig. 4(b)).

The comparatively large increase in damping with only a moderate increase

in the frequency of the Dutch roll mode causes critical _/8 ratios,

as mentioned in the appendix; this limits the CZsr/Cn5 r range for

satisfactory lateral stability.

Effects of Cn_

Decreasing the directional derivative with a positive effective

dihedral (fig. 5(a)) increases the CZBr/Cnsr range for Dutch roll

stability when k I = 0.05. The decrease in Cn_ results in more effec-

tive damping of the Dutch roll mode and an increase in the range of

satisfactory lateral stability.

A decreased directional derivative with a roll-damper gain kI

of 0.2 and a positive effective dihedral (fig. 5(b)) produces a large

increase in the Clsr/Cn5 r range for the Dutch roll stability. The

satisfactory range of the lateral stability increases accordingly. As



Cnsa/C%sa increases, the product CnsaC_sr becomespositive, causing
a decrease in the damping and a small increase in the frequency of the
Dutch roll mode. (See appendix.) The result is .11decrease in the
CZsr/Cn8r range for lateral stability.

For a decreased directional derivative with a negative effective
dihedral (see fig. 6(a)), the CZsr/Cnsr range collapses for lateral

stability. The dynamic directional derivative __Cn_] becomesnega-dyn
tire and causes divergence in the Dutch roll mode. (See appendix. ) The

effective damping derivatives do not overcomethe negative (Cn_)dyn
because of the small roll-damper gain. The stability boundaries of the
Dutch roll and damping-in-roll modesbecomealmost coincident. The
reduced frequency causes large values of _/_ for positive values of
CZsr/Cn_r"

For a decreased directional derivative and a negative effective

dihedral, increasing the roll-damper gain to kI = 0.2 overcomes the

negative (Cn_)dy n (fig. 6(b)). For positive values of Cnsa/C%5 a a

small lateral range of CZsc/Cn8 r exists for satisfactory stability

because of a negative CnsaC_sr, as shown in the appendix.

As Cnsa/CZsa decreases, the product CnsaCZ5 r becomes positive

and the primary factors of the Dutch roll spring constant become nega-

tive, causing divergence. The increase in the d_nping and frequency of

the Dutch roll mode with the increase in the roll-damper gain reduces

the value of CZsr/Cnsr for critical values of ¢/_.

The foregoing analysis considers automatic damping to provide satis-

factory levels of Dutch_roll damping. For configurations with low Dutch

roll damping, consideration should be given to certain roll-control prob-

lems experienced by the pilot (refs. 5 and 6) which impose restrictions

on the configuration through the parameter CnsaC_8/CZsaCn_"I

CONCLUDING REMARKS

The lateral stability characteristics of a high-speed airplane

flying at a Mach number of 6, an altitude of 125,000 feet, and a trim

angle of attack of 20 ° were determined as a function of roll- and yaw-

damper gains and control-surface effectiveness. The period and damping
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of the oscillatory mode, the damping of the aperiodic modes, and the

ratio of roll angle to sideslip angle were analyzed to determine the

effects of the cross-control derivatives on the lateral stability.

Results show that an increase in the roll-damper gain causes a

relatively large increase in the damping with a moderate increase in the

frequency of the Dutch roll mode as a result of the cross-control effec-

tiveness. This could cause critical ratios of roll angle to sideslip

angle if a negative effective dihedral exists. In addition, when damper

gains are relatively large the cross-control derivatives could overcome

divergence that results from a negative effective dihedral and a small

directional derivative. These results indicate that each high-speed

airplane configuration should be investigated to avoid divergence and

adverse effects of dampers.

Langley Research Center,

National Aeronautics and Space Administration,

Langley Air Force Base, Va., January 5, 1962.
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APPENDIX

THEEFFECTSOF CI_ ANDTHECROSS-CONTROLDERIVATIVES

ONTHEDUTCHROLLMODE

As indicated in reference 2, the effective dihedral and large
inertia ratios can have predominant effects on the Dutch roll mode. The
contribution of a negative effective dihedral can be best seen in the
primary factors of the undampednatural frequency of the Dutch roll mode.
Negative values of the parameter

IZ (AI)
(Cn_)dyn = Cn_ IX c_Cz_

may lead to divergence.

A negative effective dihedral will decrease the frequency of the
Dutch roll oscillation and mayovercome directional stability if Cn_

is comparatively small. A sufficiently large Cn_ will decrease the

effects of CI_ > O.

The effects of the cross-control derivative on the Dutch roll mode
can be a contributing factor, depending on the effective dihedral and
damper gains, as can be seen by including the rotary derivatives of the
Dutch roll spring constant with _(Cn_] :

Jdyn

IZ qSb

Cn_ ,Ix c_l - IT(Cn_Cz_ - C_Cn_) (A2)

When the effective damping derivatives defined by equations (4)

to (7) are introduced, equation (A2) becomes

IZ qSb klks(CnsaCZ5 r _ CZsaCnsr ) (A3)
Cn_ - i7 _Cz_ IX

The preceding expression can be seen as a part of the coefficient

of the square term in the quartic equation obtained from equations (i),

(2), and (3)- As the expression (A3) becomes zero, the Dutch roll
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oscillatory modebecomesneutrally stable. A negative value of the cross-
control derivative CnsaCl8r would increase the damping and decrease
the frequency of the Dutch roll mode, and a positive value would decrease
the damping and increase the frequency. A negative product of the cross-
control derivatives could overcomedivergence that results from a nega-
tive effective dihedral and a small Cn_.

An increase in the roll-damper gain kI causes a large increase
in the damping with only a moderate increase in the frequency of the
Dutch roll mode. An increase in the roll-damper gain will help overcome
divergence provided the cross-control derivatives have the correct sign.
A large increase in the damping without sufficient increase in the fre-
quency may lead to critical ratios of roll angle to sideslip angle.



13

REFERENCES

i. Sherman, Windsor L.: A Theoretical Investigat [on of the Dynamic

Lateral Stability of Three Possible Airplane Configurations for

Flight at a Mach Number of 3.0. NASA MEMO 5-15-59L, 1959.

2. Moul, Martin T., and Paulson, John W.: Dynamic Lateral Behavior of

High-Performance Aircraft. NACA RM L58EI6, 1958.

3. Williams, Walter C., and Phillips, William H.: Some Recent Research

on the Handling Qualities of Airplanes. NACA RM H55L29a, 1956.

4. Liddell, Charles J., Jr., Creer, Brent Y., and Van Dyke, Rudolph D., Jr.:

A Flight Study of Requirements for Satisfactory Lateral Oscillatory

Characteristics of Fighter Aircraft. NACARM A51EI6, 1951.

5. Ashkenas, Irving L., and McRuer, Duane T.: The Determination of

Lateral Handling Quality Requirements from Airframe-Human Pilot

System Studies. WADC Tech. Rep. 59-135, ASTIA Doc. No. AD 212 152,

U.S. Air Force, 1959.

6. Vomaske, Richard F., Sadoff, Melvin, and Drinkwater, Fred J., llI:

The Effect of Lateral-Directional Control Coupling on Pilot Control

of an Airplane as Determined in Flight and in a Fixed-Base Flight

Simulator. NASA TN D-II41, 1961.



14

TABLE I

STABILITY DERIVATIVES AND DAMPER-GAIN COMBINATIONS

Cn_ CZ8 kI k2

0.05O. 51

.31

•31

•51

.i

.i

.i

.i

-0.027

-.027

.027

.027

-.027

-.027

.027

.027

.2

•05

.2

•05

.2

•05

.2

0.366

.566

•366

.566

.566

•566

.366

.366
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TABLE II

AIRPLANE CHARACTERISTICS AND FLIGHT CONDITIONS

m, slugs ........................... 590.4

Ix, slug-ft 2 ......................... 5,021

IZ, slug-ft 2 ......................... 67, 199

b, ft ............................ 22.36

S, sq ft ........................... 200

h, ft ............................ 125,000

V, ft/sec .......................... 6,000

q, ib/sq ft ......................... 200

g, ft/sec 2 .......................... 32.2

_, deg ............................ 20

C_sa, per radian ....................... -0.075

Cnsr, per radian ....................... -0. 108

Cy_, per radian ....................... -i

Cn_, per radlan ...................... O. 31, 0. i

C_, per radlan . . . . ................ 0.027, -0.027
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(a) Roll-damper gain of k I = 0.05.

Figure i.- Effect of cross-control derivatives on the lateral character-

istics of a hlgh-speed airplane with positive effective dihedral and

automatic dampers, k 2 = O. 566; M = 6; h = 125,000 feet; C_ = -0.027;

Cn_ = O. 51.
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Figure i.- Concluded.
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Cnsa 0

C_sa
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.8

_toh roll mode -11[

© 1/% = 0.7 _l
& z/c_ 0.25 i
Dampin_ in roll mode z

1/t_ = 1.o
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z_ I/t2 : 0"I _ _0 1/t 2 0

71

-.8

-1.2

-1.6 t

-1.6 -1.2 -.8 -.4 0 -4 .8

C 18r _/Cnsr

(a) Roll-damper gain of kI = 0.05.

Figure 4.- Effect of cross-control derivatives on the lateral character-

istics of a high-speed airplane with negative effective dihedral and

automatic dampers, k2 = 0.}66_ M = 6; h = 125,000 feet_ C_ = 0.027_

Cn8 = O. 31.



27

1.6

1.2

.8

.4

-1.;

-1.6

m

Satisfacto_

-1.2

/
/

4>

/ I_

/. //"
t%

-.'B -.4 0

C%sr/Cnsr

(b) Roll-damper gain of k I = 0.2.
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Figure 4.- Concluded.
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(a) Roll-damper gain of k I = 0.05.

Figure 5.- Effect of cross-control derivatives on the lateral character-

istics of a high-speed airplane with a decreased directional deriva-

tive and automatic dampers, k 2 = 0.366; M = 6; h = 125,000 feet_

C_ = -0.027; Cn_ = 0. i.
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(b) Roll-damper gain of k I = 0.2.

Figure 5.- Concluded.
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(a) Roll-damper gain of k I = 0.05.

Figure 6.- Effect of cross-control derivatives on the lateral character-

istics of a high-speed airplane with a decreased directional deriva-

tive, a negative effective dihedral, and automatic dampers.

k 2 = 0.366; M = 6; h = 125,000 feet; C_ = 0.027; Cn_ = O.1.
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